
 
 
 
 
 
 

 
 
 

 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 

 
 

 

CODICE KIT 
KIT CODE 119 

BULLONERIA ED ACCESSORI 
BOLT AND ACCESSORIES 

8 M8 – BOLT A 

8 ROND. Ø8 – 
WASHER B 

8 GROW Ø8 C 
4 TE 10x50 – NUT D 
4 M10 AUTOB – BOLT E 
2 TE 6x20 – BOLT F 

DATA REALIZZATO DA: 
25/07/03 MANDALITI A. 

CONTROLLATO E APPROVATO DA 

 

GALLO CLAUDIO
PEDANA LUNGA – LONG SIDE STEPS OGGETTO: 

OBJECT: 
NISSAN X-TRAIL 

ARTICOLO: 
ITEM: P/119/IX  Versione acciaio INOX AISI 304 

Stainless steel AISI 304 version 

NISSAN X-TRAIL

S/119A/DX+P/119/A1+P/119/A2 SUPPORTO ANTERIORE DESTRO (FRONT RIGHT BRACKET) 
S/119A/SX+P/119/A1+P/119/A2 SUPPORTO ANTERIORE SINISTRO  (FRONT LEFT BRAC.) 
S/119P/DX+P/119/P SUPPORTO POSTERIORE DESTRO (REAR RIGHT BRACKET) 
S/119P/SX+P/119/P SUPPORTO POSTERIORE SINISTRO (REAR LEFT BRACKET) 
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FOTO 3 

FOTO 4 

ISTRUZIONI DI MONTAGGIO 
 
1. FISSARE I SUPPORTI IN DOTAZIONE AL KIT DI MONTAGGIO AI FORI GIA’ PREESISTENTI NEL 

TELAIO UTILIZZANDO LA BULLONERIA FORNITA. 
2. PARTE ANTERIORE  (DESTRA / SINISTRA) 

INFILARE I BULLONI CON FILO SALDATO NEI FORI ESISTENTI SUL TELAIO COME MOSTRA LA 
FOTO 1. 
FISSARE I SUPPORTI S/119A/DX – SX AI BULLONI PRECEDENTEMENTE MONTATI (VEDI FOTO2). 
N.B.: IL SUPPORTO ANTERIORE PARTE-DX (PASSEGGERO) E’ FORNITO DI ATTACCO PER IL 
FISSAGGIO DEL GOMMINO DELLA MARMITTA. OCCORRE RIMUOVERE IL SUPPORTO 
ORIGINALE. 

3. PARTE POSTERIORE  (DESTRA / SINISTRA) 
INFILARE I BULLONI CON FILO SALDATO NEI FORI ESISTENTI SUL TELAIO FISSARE I SUPPORTI 
S/119P/DX – SX AI BULLONI PRECEDENTEMENTE MONTATI (VEDI FOTO 3). 

4. MONTARE LE PEDANE DX – SX AI SUPPORTI FISSANDO LA STAFFA P/119/A SALDATA      
ALLE PEDANE IN CORRISPONDENZA DEI FORI FILETTATI PREESISTENTI UTILIZZANDO I N°    2 TE 
6x20 IN DOTAZIONE (FOTO 4). 

5.  SERRARE IL TUTTO. 
FITTING INSTRUCTIONS 

 

1. FIX THE SUPPORTS CONTAINED IN THE ASSEMBLY KIT THE HOLES IN THE KIT. 
2. FRONT PART (RIGHT / LEFT) 

INSERT THE BOLTS WITH WELDED WIRE INTO THE EXISTING HOLES IN THE CHASSIS AS 
SHOWN IN PICTURE1. 
FIX THE S/119A/DX – LX SUPPORTS TO THE BOLTS YOU HAVE ALREADY MOUNTED (SEE 
PHOTO 2). 
N.B.: THE FRONT SUPPORT ON THE RIGHT SIDE (PASSENGER SIDE) IS SUPPLIED WITH A 
CONNECTION FOR THE FIXING OF THE EXAUST SYSTEM GUM. 
IT’S NECESSARY TO REMOVE THE ORIGINAL SUPPORT. 

3. REAR PART (RIGHT – LEFT) 
INSERT THE BOLTS WELDED TO THE ROUND IN THE HOLES IN THE CHASSIS. FIX THE 
S/119P/DX – LX SUPPORTS TO THE BOLTS YOU HAVE ALREADY MOUNTED (SEE PHOTO 3). 

4. MOUNT THE RIGHT – LEFT FOOTBOARDS TO THE SUPPORTS BY FIXING THE P/119/A 
BRACKETS WELDED TO THE FOOTBOARDS CORRESPONDING TO THE EXISTING THREADED 
HOLES BY USING THE TWO TE 6x20 SUPPLIED  IN THE KIT (PHOTO 4). 

5. TIGHTEN ALL THE PARTS. 
 
 

FOT 1 


