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TOYOTA RAV 4 2013>
Part List 

Lista della bulloneria   
Liste des piéces
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Pitch 1,25
Passo 1,25
Pas 1,25
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 FITTING INSTRUCTIONS 

DRIVER SIDE
 1. Remove the towinghook.
 2. Position H et fix it with the towinghook using the original set of bolts (picture 1).

PASSENGER SIDE
 3. Position H and fix it to the bodywork using E,F and G (PICTURE 2).
 4. Position the rear bumper in correspondence of the free brackets and continue with the 
  fitting using A,B,C and D.
 5. Tighten all the bolts.

  ISTRUZIONI DI MONTAGGIO
LATO GUIDA

 1. Rimuovere il gancio traino.
 2. Posizionare H e fissarlo con il gancio traino utilizzando la bulloneria originale     
   (foto1).

LATO PASSEGGERO
 3.  Posizionare H e fissarla al telaio utilizzando E,F e G (FOTO 2).
 4. Posizionare la protezione posteriore in corrispondenza delle staffe libere e 
  procedere al fissaggio utilizzando A,B,C e D.
 5. Procedere al serraggio di tutti i bulloni.

  INSTRUCTIONS DE MONTAGE
COTE CONDUCTEUR

 1. Enlever le crochet de traînage.
 2. Positionner H et le fixer avec le crochet de traînage en utilisant la boulonnerie otìriginale 
  (photo 1).

COTE PASSAGER
 3. Positionner H et le fixer au châssis en utilisant E,F et G (photo 2).
 4. Positionner la protection arrière en correspondance des étriers libres et procéder avec 
  l’assemblage en utilisant A,B,C et D.
 5. Serrer toute la boulonnerie.
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