
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 

 
 
 
 
 
 

BULLONERIA ED ACCESSORI 

BOLT AND ACCESSORIES 

2 TBCEI 8x25 – BOLT A 

2 TE 6x30 – BOLT B 

4 DADI M8 - NUT C 

4 
ROND Ø8 - 
WASHER 

D 

4 GROW Ø8 E 

2 DADI M10 - NUT F 

2 
ROND Ø10-
WASHER 

G 

2 GROW Ø10 H 

2 
ROND Ø6 GRANDI 
BIG WASHER 

I 

DATA REALIZZATO DA: 

3/10/05 TORRENGO P. 
CONTROLLATO E APPROVATO DA 

 

GALLO CLAUDIO 

SUPER BAR– SB OGGETTO: 

OBJECT: 

JEEP GRAND CHEROKEE 
ARTICOLO: 

ITEM: SB/166/IX  
Versione acciaio INOX AISI 304 

Stainless Steel AISI 304 version 

JEEP GRAND CHEROKEE 



ISTRUZIONI DI MONTAGGIO 

 

MONTAGGIO 

 

1.       Svitare i bulloni presenti sul telaio(foto 1) 
2. Fissare le staffe libere SB 166A  (foto2)             
3. Inserire le staffe libere SB 166D nei fori del 
paraurti interponendo fra SB 166D e il distanziale SB 
166C (foto 3,5) 
4. Fissare le staffe libere SB 166B alle staffe SB 
166C (foto4)          
5.       Effettuare il montaggio dell’ SB serrando tutta 
la bulloneria.    (foto 5) 
  
 

FITTING INSTRUCTIONS 

 

FITTING 

 

1) Unscrew the bolts present on the chassis 
(picture 1) 

2) Fix the free brackets SB/166A (picture 2) 
3) Insert the free brackets SB/166D in the holes 

on the chassis interposing them between the 
SB/166D and the SB166C 

4) Fix the free brackets SB166B to the SB166C  
brackets (picture 4) 

5) Fit the SB tightening  the set of bolts (picture 5) 
 

 

 
 
 
 
 

 
 
    
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

JEEP GRAND CHEROKEE 
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CONTROLLATO E APPROVATO DA 

 

GALLO CLAUDIO 

SUPER BAR– SB OGGETTO: 

OBJECT: 

JEEP GRAND CHEROKEE 

ARTICOLO: 

ITEM: SB/166/IX  
Versione acciaio INOX AISI 304 

Stainless Steel AISI 304 version 

JEEP GRAND CHEROKEE 


